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IT IS THE RESPONSIBILITY OF THE USER TO COMPLY WITH ALL APPLICABLE REGULATIONS
AND BUILDING CODE REQUIREMENTS CONCERNING THE USE OF THESE PRODUCTS.

INSUL-Deck
65 Grady Knight Industrial Blvd.
Villa Rica, GA 30180-2107

Phone: 800-475-6720
Fax: 727-216-7946

Email: insuldeck@insuldeck.com
Web: www.insuldeck.com

IT IS FURTHER THE RESPONSIBILITY OF THE USER TO RESEARCH AND UNDERSTAND
SAFE METHODS OF USE AND HANDLING OF THESE PRODUCTS.

2017-02-15

INSUL-DECK TO CONCRETE BEAM DETAIL

YYYY-MM-DD

N/A

M. HART
ID-301

N/A

NOT TO SCALE

8.5" x 11" [216mm x 279mm]

G. KUSTERMANN

Scale: N.T.S.

INSUL-DECK FLUSHED BEAM DETAIL (Panels Parallel to Beam)

1

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

Ø43
4" [121mm]

VOID FOR UTILITIES

AS SPECIFIED

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

SHEET INSULATION TO PREVENT THERMAL BRIDGING

Scale: N.T.S.

INSUL-DECK FLUSHED BEAM DETAIL (Panels Parallel to Beam)

2

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

Ø43
4" [121mm]

VOID FOR UTILITIES

AS SPECIFIED

WITH THERMAL BREAK INSULATION

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED
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INSUL-DECK FLUSHED BEAM DETAIL (Panels Perpendicular to Beam)

1

Scale: N.T.S.

INSUL-DECK FLUSHED BEAM DETAIL (Panels Perpendicular to Beam)

2 WITH THERMAL BREAK INSULATION

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
CONTINUE THROUGH BEAM
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

AS SPECIFIED INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

AS SPECIFIED

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
CONTINUE THROUGH BEAM
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

SHEET INSULATION TO PREVENT THERMAL BRIDGING

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR
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INSUL-DECK DROPPED BEAM DETAIL (Panels Parallel to Beam)

1

Scale: N.T.S.

INSUL-DECK DROPPED BEAM DETAIL (Panels Parallel to Beam)

2 WITH THERMAL BREAK INSULATION

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

Ø43
4" [121mm]

VOID FOR UTILITIES AS SPECIFIED

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

SHEET INSULATION TO PREVENT THERMAL BRIDGINGFASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

Ø43
4" [121mm]

VOID FOR UTILITIES
AS SPECIFIED

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR
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INSUL-DECK DROPPED BEAM DETAIL (Panels Perpendicular to Beam)

1

Scale: N.T.S.

INSUL-DECK DROPPED BEAM DETAIL (Panels Perpendicular to Beam)

2 WITH THERMAL BREAK INSULATION

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

AS SPECIFIED
INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED

CONTINUE THROUGH BEAM
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR

OR AS PER EOR

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

SHEET INSULATION TO PREVENT THERMAL BRIDGING

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"

[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

AS SPECIFIED
INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED

CONTINUE THROUGH BEAM
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR

OR AS PER EOR

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]FINISH AS SPECIFIED

BEAM REINFORCEMENT AND SIZE AS SPECIFIED

NEGATIVE REINFORCEMENT AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR
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N/A

NOT TO SCALE
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G. KUSTERMANN

Scale: N.T.S.

INSUL-DECK FLUSHED PERIMETER BEAM DETAIL (Panels Parallel to Beam)

1

Scale: N.T.S.

INSUL-DECK DROPPED BEAM DETAIL (Panels Parallel to Beam)

2

INSUL-DECK PANEL WIDTH
2'-0" [610mm]

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"
[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm] FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING

SPACED @ 12" [305mm] O/C

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

Ø43
4" [121mm]

VOID FOR UTILITIES

AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT AS SPECIFIED

AS
 S

PE
C

IF
IE

D

REBAR DOWELS AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

INSUL-DECK PANEL WIDTH
2'-0" [610mm]

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"
[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm] FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING

SPACED @ 12" [305mm] O/C

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

Ø43
4" [121mm]

VOID FOR UTILITIES
AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT AS SPECIFIED

AS
 S

PE
C

IF
IE

D

REBAR DOWELS AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR
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INSUL-DECK FLUSHED PERIMETER BEAM DETAIL (Panels Perpendicular to Beam)

1

Scale: N.T.S.

INSUL-DECK DROPPED BEAM DETAIL (Panels Perpendicular to Beam)

2

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"
[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT AS SPECIFIED

AS
 S

PE
C

IF
IE

D

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
BEND UP INTO BEAM AS SHOWN
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

REBAR DOWELS AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

AS SPECIFIED

AS
 S

PE
C

IF
IE

D

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"
[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

FASTEN CEILING FINISH TO INSUL-DECK INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

FINISH AS SPECIFIED

BEAM REINFORCEMENT AS SPECIFIED

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
BEND UP INTO BEAM AS SHOWN
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

REBAR DOWELS AS SPECIFIED

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR
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N/A

NOT TO SCALE
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INSUL-DECK STAIR OPENING (Panels Perpendicular to Beam)

1

Scale: N.T.S.

INSUL-DECK STAIR OPENING (Panels Parallel to Beam)

2

LINE OF STAIRWELL OPENING

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"
[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

FASTEN CEILING FINISH TO INSUL-DECK
INTEGRATED METAL FURRING

SPACED @ 12" [305mm] O/C

AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT AS SPECIFIED

AS
 S

PE
C

IF
IE

D

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
BEND UP INTO BEAM AS SHOWN
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR
OR AS PER EOR

REBAR DOWELS AS SPECIFIED

LVL FOR STAIR ATTACHMENT
WITH LAG BOLTS CAST IN PLACE

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR

LINE OF STAIRWELL OPENING

SLAB THICKNESS RANGE
2" TO 6" [50mm TO 150mm]

INSUL-DECK PANEL THICKNESSES:
7", 8", 9", 10", 11", 12" OR 12.5"
[178mm, 203mm, 229mm, 254mm, 279mm, 305mm, 318mm]

FASTEN CEILING FINISH TO INSUL-DECK
INTEGRATED METAL FURRING
SPACED @ 12" [305mm] O/C

AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT AS SPECIFIED

AS
 S

PE
C

IF
IE

D
REBAR DOWELS AS SPECIFIED

LVL FOR STAIR ATTACHMENT
WITH LAG BOLTS CAST IN PLACE

INSUL-DECK CONCRETE JOIST REINFORCEMENT AS SPECIFIED
MIN. 34" [20mm] CONCRETE COVER FOR ALL PRIMARY REBAR

OR AS PER EOR

SLAB REINFORCEMENT AS PER EOR
E.G. WWM 6X6 [152X152] OR #3 [10M] EACH WAY

CONCRETE COMPRESSIVE STRENGTH AS SPECIFIED
MAX. 38" [10mm] AGGREGATE AND  6" [150mm] SLUMP
OR AS PER EOR




